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Valbescherming
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- Harnassen en textiel kunnen worden gewassen met neutrale zeep

% Gemakkelijk te gebruiken

- Automatische karabiners voor een veilige en tijdbesparende
vergrendeling

- NFC-systeem voor traceerbaarheid

Toepassing

» Openbare werken

Certificeringen en normen

 Bouw & Constructie

« Afwerking / ambachtslieden
e IRAM 3622-2
 Olie en Gas(winning)
N/

Beschermt tegen
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Valbescherming

Normen - Details

WXECPP210

VALLIJNEN

Technische details

Samenstelling van de

Gegalvaniseerd staal, Polyester

hoofdsteun

Lengte max. (m) 095m

Lengte min. (m) 0,70m

Instelling Gesp ter aanpassing
Kleur Zwart-Rood

Connector (structuurzijde)

Levensduur vanaf
productiedatum (jaren)

Werksituaties met
valbeveiliging

2 zelfborgende haken, staal,
opening 55 mm
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Fall protection

WXECPP210
LANYARDS

Double fastening and positioning tether. Adjustable length from 0.70 m to 0.95
m. With 55 mm carabiners for maximum versatility. This PPE is not designed to
arrest falls.

Logistics information

Reference Colour

WXECPP210 Black-Red Tm

@ Multiple sales

A Minimum sales

] Box Width
[T Box Depth
[ ] Box Height
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Weight

T

WXECPP210 7798408755617 0 10 10 13kg 280 20170

Size Designation EAN13 Box code @ i
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